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Sensor can be installed
looking to the side

Sensor can be installed
looking to the front
or the side
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$To Reset: Swipe

Magnet to box
below numbers.

Reflector
50 x 50 mm

Plug-Pack

TotalCount
Tel: +61 3 9743 5189

People Counter 4

TotalCount
4 metres operating range*

TC-4 People Counter

Photo Electric Sensor:

ML-20 Polarised Photo Electric Sensor
Sensing range - 4 metres

Dimensions - 20 x 34 x 11 mm
Enclosure rating - IP 67

Operating temperature -30 C to +60 C.

TotalCount Counter Module
4 digits Liquid Crystal Display
Low power CMOS circuitry
Operating Temperature - 0 to 50 C
The reset to zero - magnet applied externally
- below the numbers on the LCD
Enclosure: Dimensions: 23 x 37 x 53 mm

Multi-directional Mounting Bracket for the
Sensor and Counter Module 50 x 53 x 55 mm.

DC Plug-Pack 12 volt Switchmode 500 mA.

Also included in Kit:

Reflector 560 x 560 mm.
Reflector Bracket

Two Magnets

Screws

Instruction Sheet

The T-C-4 can also come with short term battery back-up
and “auto-halve”

The suggested installation height of the Sensor and Reflector
is 1.25 metres above floor level. To also count small children
install at 900mm above floor level,

* With optional 80 mm Round Reflector the operating
range is 6 metres.
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