TC-6 TC = TotalCount

People Counter 6 = 6 metres operating range*

The TC-6 was developed to be used at sliding auto-doors. The sensor is off
the wall by 57 mm to view past moving sliding auto-doors.

Reflector

TC-6 Sensor and
Counter Module

View from top: Installation at Auto - Doors
40 mm

Reflector (50mm x 50mm) Installation Alternatives

58 mm

TC-6 People Counter @

Green L.E.D. flashes on as people
walk past, or stays on when Sensor
can’t see the Reflector.

70 mm
. TC - Counter Module Reflector affl_xed directly Reflector on right angled
To reset to zero swipe 4 digit display to the mounting surface, bracket.
with magnet Counts up to 9999 screwed or with double Reflector adhered to
Digit height - 8mm sided tape. bracket by Double sided
tape.

Position Reflector 50mm
off the wall to look around
obstacles - e.g. auto doors.

iFliig Faex * QOperating range Sensor to standard 50 x 50 mm Reflector is 6 metres.
Can supply the TC-6 with 80 mm Round Reflector - operating range to 8 metres.
Tota|Cou nt The suggested installation height of the Sensor and Reflector is 1.25metres

above floor level. To also count small children, install at 900mm above

+61 3 9743 5189 floor level.
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