
2  Swipe enclosure to the side or underneath the LCD
   numbers to reset to zero

GL-10 Photo Electric Sensor
Dimensions: 20 x 50 x 40 mm
Enclosure Rating: IP67
Operating Temperature: -30 C to + 60  C

The TC-8P can also come with Auto-Halve
  and/or short term Battery Back-Up.

TotalCount
8 metres operating range1
Piezo Alert (Beep)

Sensor Mounting Bracket
Reøector 50 x 50 mm
Reøector Bracket
Two Reset Magnets2

Screws
Instruction Sheet

Easy to read 4 digit LCD
Counts up to 9999
Digit height: 8 mm
Enclosure Dimensions: 88 x 68 x 33 mm 
Operating Temperature from -10o to +50o

The suggested height of the Sensor and Reøector is 1.25 metres
above øoor level. To have the Unit count and sound the Alert Beep
on children, install at 900mm.

1 Operating range Sensor to Reøector is 8 metres with standard
   50 x 50 mm Reøector. With optional 80 mm Round Reøector the
   operating range is 11 metres.

Beeper volume control

Sensor can be installed
looking to the front

Red LED On when sensor
cannot see Reøector.
When people enter
and leave

Beeper On/Off switch

Easy to read 4 Digit LCD


